
 ✓Casing strength             : D1

 ✓Casing air Leakage         : L1

✓ thermaL Bridging FaCtor :TB2

✓ thermaL transmittanCe   : T3

✓FiLter Bypass Leakage      : F9

www.systemair.ru

1м

Производство
Агрегаты DVCompact выпускаются в 8 типоразмерах
с производительностью до 35000 м3/ч.

Простой сервис
Внутренние компоненты могут быть просто извлечены
для осмотра и обслуживания. 

Plug-n-play
Агрегаты DVCompact со встроенной системой автоматики
поставляются запрограммированными, протестированными
на заводе и готовыми к эксплуатации. 

Программа подбора
Агрегаты DVCompact подбираются в интеллектуальной
программе SystemairCAD.

Простая транспортировка
Агрегаты DVCompact поставляются в 3-х секциях. 
Агрегаты до 18000 м3/ч могут просто транспортировать
через стандартные дверные проемы.  

DVCompact 
Значительный вклад в снижение
энергопотребления в зданиях
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Production
BA units are produced in 41 different models handling air flow 
capacity up to 178000 CMH

Variants 
Available with centrifugal DIDW/Plug fans, EC/PM motor 
combinations. 

Plug-n-play 
The Units have built-in control system and are delivered 
pre-configured, tested at the factory.

BA software 
BA software makes technical calculation and automatically
generates complete technical documentation in pdf format.

Easy transportation 
BA units can be shipped in fully assembled, modular or flat pack
condition.

Next generation air handling 

BA plus
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