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Dismantling	 and	disposal	
 

During disassembly – pay attention  to sharp edges 

Pay attention to several sharp edges during dismantling and disposal of the unit. To avoid injury, CE‐marked 
cut‐resistant gloves as well as safety helmet must be used. 

 

Disposal of the heat pump system ‐ type DVU‐HP  

Prior to the disposal of the DVU‐HP unit section, the refrigerant in the heat pump system must be drained 
off by a skilled technician from a certified company. After correct evacuation of the refrigerant, the DVU‐HP 

unit section is disposed of in the same way as the rest of the air handling unit. 
 

Dismantling and disposal of panels and doors 
Panels and doors are mounted with screws for easy dismantling. 

Prior to disposal of panels and doors, steel plates and insulation must be separated.  
Separate the inner and outer steel plates of panels and doors with appropriate cut‐off grinders. The easiest 

cutting line is about 1 cm from the edge of the inner plate. 
Panels and doors with a horizontal dimension of between 150 and 400 mm are insulated with high‐

density mineral wool plates (Rockwool), and after separation of inner and outer plates with a cut‐off 
grinder, the plates will fall apart, providing free access to removing the Rockwool. 
Panels and doors with a horizontal dimension of 450 mm or more are insulated with high‐density mineral 

wool plates (Rockwool) and high‐density polyisocyanurate plates (PIR). Ideal cutting lines for the cut‐off 
grinder are illustrated below in the illustration A and the illustration B. The PIR is glued to the steel plates 

but it is not too difficult to separate the PIR plate from the steel plates by using moderate force. The panels 
and doors called A in the below illustration contain only one internal PIR plate. The panels and doors called 

B in the below illustration contain two internal PIR plate. 
Panels and doors contain one or two PIR plates depending on the dimensions. This is illustrated in the table 
below. 

The PIR plates are always 150 mm wide.  
 

For the type A panel or door with only one PIR plate, the distance between the PIR plate and both ends of 
the panel or the door is always the same.  This is illustrated by X in the 2 places in the illustration below. 

 
For the type B panel or door with 2 PIR plates, the distance between the two PIR plates and as well as both 
ends of the panel or the door is always the same. This is illustrated by X in the 3 places.   



 

 

 



Panels and doors with one internal PIR plate are called A 

Panels and doors with two internal PIR plates are called B 

 

      Vertical dimension in mm of panel and door 

     450  600  675  750  825  900  975  1050  1200  1350  1500  1650  1800  1950  2100  2250 
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150                                              

225                                                 

250                                                 

300                                                 

375                       A     A     A     A       

390                                A  A           A 

400                          A  A  A  A           A 

450    A  A  A  A  A  A  A  A  A  A  A  B  B  B  B 

525                       A     A     A     B       

540                                A  A             

550                          A  A  A  A           B 

600     A  A  A  A  A  A  A  A  A  A  A  B  B  B    

675           A     A     A  A  A  A  A             

680                          A  A  A  A           B 

700                          A  A  A  A           B 

750           A  A  A  A  A  A  A  A        B  B    

825                 A                 B     B       

850                          A  A  A  B             

900                 A  A  A  A  A  B  B             

1050                       A                         

1350                                B                

 

Disposal of the PIR plates 

PIR plates cannot be recycled. PIR plates are not flammable or combustible. 

 
The refuse code: 07 02 13 
 

This type of PIR plates can be incinerated in special plants. 
 

The following 3 pages are a copy of the classification report from the accredited test institute: 
Applus ‐ LGAI 

 








